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G1 ROTARY SCREEN
FLOURESCENT SCREEN DETAIL

  Cu OFHC x .125 THK.

.030 [0.762]

.010 [0.254]

.005 [0.127]

.25°

125

1:1

C1 1

   corcuera 3/6/97

J. CHANG 7/16/97

CORCUERA/CHANG3/6/97

J. CHANG 7/16/97

D. SHU 7/24/97

T. KUZAY 7/26/97

2X Ø.156 [3.96] THRU

L GRID

5.51[140.00]

2.63[66.68]

NOTES:
 
 1. THIS IS A U.H.V. COMPONENT.
 2. FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
      REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE ANL
      DOCUMENT #410201-00095.
 3. DIMENSIONS IN BRACKET [   ] ARE MILLIMETERS AND ARE FOR 
       REFERENCE ONLY.
 
 
 COATING PROCEDURE:     
 
 1. BLAST BOTH SIDES WITH ALUMINA POWDER FOR ROUGHENING.
 2. PLASMA SPRAY PHOSPHOROUS COATING TO 15 um (PLASMA  
       COATING CORP.,15331 S. AVALON BLVD., GARDENA CA. 90248).
 3. SCRIBE GRID w/ 1CM SPACES AS SHOWN.
        SCRIBE 4mm CIRCLE @ CTR LINE OF GRID.

  GRID

1.25[31.75]

L C

2.36[59.99]

C

2.375[60.32]

0.200[5.08]

0.630[16.00]

4X  .12[3.05] x 45° CHAMFER


